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The specialists for environmental technology 
Machines for water and wastewater treatment

Advantages: 
 
• High reliability through robust  
   construction – no need for 
   upstream coarse screening. 
•  The Multi Rake Bar Screen allows 
   the passage of grit without  
   malfunctioning. 
•  Discharge of coarse matter  
   through large rakes  
• Screen field optimally 
   cleaned as a result of the 
   teeth of the rakes. 
•  Screenings conveyed positi- 
   vely to the discharge point. 
•  Excellent cost/performance ratio 
•  Low maintenance costs 
•  Suitable for outdoor sites /  
   operation in winter 
•  Easily adapted to suit changed 
   operating conditions 
•  Machine completely hygienically  
   encapsulated 
 
 
 
 
 
 

 
Functionality of the  
Multi Rake Bar Screen: 
 
The waste water flows through bars 
made of stainless steel, while contami-
nants are held back. Solid matter is  
picked up directly at the bottom of the 
channel without the need for a bottom 
recess.  
 
The cleaning elements are fixed  
between two chains and are designed 
with teeth for the best cleaning of the 
screen. The screenings can be dischar-
ged into containers, wash compactors, 

screw conveyors, conveyor belts etc. 

 
 
The FSM - Multi Rake Bar Screen was 
developed to deal with  particular pro-
blems associated with sewage pre-
treatment plant. 
 
Parallel to the increasing demands of 
users, FSM introduced modifications to 
the basic design.  
 
These have resulted in an optimum 
product for the preliminary treatment 
of waste water-providing high perfor-
mance coupled with low operating 
costs. 

Dimensions: 
filter width 300 to 6000 mm 
shaft center distance up to 25000 mm, larger sizes on request 
slot opening 3 – 100 mm, other sizes on request 
water level difference up to 2000 mm possible, larger differentials on request 
mounting angle 50° - 90° other angles on request 
 

Material/makes: 
screen field stainless steel SS304 or SS316, other materials on request 
chains bush conveyor chain of wear resistant steel or wear resistant stainless steel 
rollers PA, SS304 or SS316, other materials on request 
sprockets wear resistant steel or wear resistant stainless steel  
drives geared motor, make SEW  
use with sea / sea water resistant material for machine frame,  
brackish water screen field, chains, sprockets 
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Applications in  
power stations 
 
 
•  cooling and service water screening 
   (river intake etc.) 
•  sea water screening 
 
 
 
 
 
 
 
 
 

 
Applications in  
clarification plant 
 
 
•  waste water pre-treatment /  
   fine screening 
•  sludge screening / secondary 
   sludge 
•  sludge screening / primary 
   sludge 
•  sea water treatment 
•  rainwater tank overflow and storage 
   channel screening 
•  fecal matter reception and  
   treatment  

 
Applications in the paper  
and cellulose industry 
 
 
•  wash water, debarking installations 
•  coarse matter runoff, channel water   
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Machines for water and waste water treatment 
 
Excellent innovative capacity combined with many years of 
experience and a highly motivated team providing advice,  
assembly and service are your guarantee of outstanding  
products “Made in Germany”, expert contract management 
through to commissioning and, of course, thereafter. 
 
Get to know us, perhaps in the near future at a Trade Fair in 
your locality. 


